I claim: 



Claim 1 

In a data entry ^ystem w hich includes a central accounting system, a plurality of 
user controlled data entry means and a communication system for connecting the 
data entry means to the central accounting system a metho4for_genej^ting, in 
response to a request from a user at a data entry means, a control screen for display 
at the "^^^^^means including the steps: 
storing in memory data for defining a control screen which includes 

at least one profile field which includes a plurality of parameters unique to the 

user, 

a field for indicating, when selected by the user, the need to create an 
additional profile field containing different parameters unique to the 
requesting user; and, 

generating and transmitting the generated control screen to the data entry means via 
the communication system. 

Clairn-2- — ^ 

Th^method set forth in claim 1 including the steps: 
in response to a request from the user for an additional profile field, generating and 
transmitting a parameter entry input screen suitable for transmission over the 
communication network to the requesting user. 

Claim-3- 

Thexmethod £et forth in claim 2 including the steps: 
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in response to the receipt of a completed parameter entry input screen from the user 
updating the stored data defining the control screen associated with the user; and, 
generating a control screen using the updated stored data and transmitting the 
updated control screen over the communication system to the user located at the 
data entry means. 



In a merchandise order entiysys^em^which includes a central accounting system, a 
plurality of user controlled order entry means and a communication system for 
connecting the user controlled order entry means to the central accounting system a 
method for generating, in response to a request from a user at an order entry means, 
a control screen for display at the order entry means mclu^l in^th^teg|:> 



storing in memory data for defining a control screen which includes 

at least one profile field which includes a plurality of parameters unique to the 
user, and 

a field for indicating, when selected by the user, the need to create an 
additional profile field containing different parameters unique to the 
requesting user; and, 

generating and transmitting the generated control screen to the order entry means via 
the communication system. 

Claim 5 

The m^Sodhset forth in claim 4 including the steps: 

in response to a request from the user for an additional profile field, generating and 
transmitting a parameter entry input screen suitable for transmission over the 



Claim 4 
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communication network to the requesting user. 
Claim 6 

The method set forth in claim 5 including the steps: 

in response to the receipt of a completed parameter entry input screen from the user 
updating the stored data defining the control screen associated with the user; and, 
generating a control screen using the updated stored data and transmitting the 
updated control screen over the communication system to the user located at the 
order entry means. 

Claim 7 

The method set forth in any one of claims 4-6 in which the said at lest one profile 
field includes a plurality of user selectable sub-fields each of which when selected by 
the user defines a unique action. 

Claim 8 

The method set forth in claim 7 in which the user selectable sub-fields include a first 
sub-field for requesting an order entry, a second user selectable sub-field requesting 
an edit of the unique parameters and a third user selectable sub-field requesting 
deletion of the profile field. 

Claim 9 

The method set forth in claim 8 in which the unique parameters in the profile field 
include a credit card number sub-field, a ship to address sub-field and a bill to 
address sub-field. 
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Claim 10 

In a merchandise order entry system which includes a central accounting system, a 
plurality of user controlled order entry means and a communication system for 
connecting the user controlled order entry means to the central accounting system 
apparatus for generating, in response to a request from a user at an order entry 
means, a control screen for display at the order entry means including: 
means for storing in memory data for defining a control screen which includes 

at least one profile field which includes a plurality of parameters unique to the 

user, and 

a field for indicating, when selected by the user, the need to create an 
additional profile field containing different parameters unique to the 
)9 requesting user; and, 

W means response to a request from a user at an order entry means for accessing the 
01 stored data defining the control screen and generating and transmitting the generated 

ru 

s control screen to the order entry means via the communication system. 

P 
03 
W 

4 Claim 1 1 
Q 

k* The apparatus set fort in claim 10 including: 

means, in response to a request from the user for an additional profile field, for 
generating and transmitting a parameter entry input screen suitable for transmission 
over the communication network to the requesting user. 

Claim 12 

The apparatus set forth in claim 1 1 including: 

means in response to the receipt of a completed parameter entry input screen from 
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the user for updating the stored data defining the control screen associated with the 
user; and, 

means for generating a control screen using the updated stored data and transmitting 
the updated control screen over the communication system to the user located at the 
order entry means. 

Claim 13 

The apparatus set forth in any one of claims 10-12 in which the said at lest one 
profile field includes a plurality of user selectable sub-fields each of which when 
selected by the user defines a unique action. 

Claim 14 

The apparatus set forth in claim 13 in which the user selectable sub-fields include a 
first sub-field for requesting an order entry, a second user selectable sub-field 
requesting an edit of the unique parameters and a third user selectable sub-field 
requesting deletion of the profile field. 

Claim 15 

The apparatus set forth in claim 14 in which the unique parameters in the profile 
field include a credit card number sub-field, a ship to address sub-field and a bill to 
address sub-field. 

Claim 16 

In a data entry system which includes a central accounting system, a plurality of 
user controlled data entry means and a communication system for connecting the 
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data entry means to the central accounting system an apparatus for generating, in 
response to a request from a user at a data entry means, a control screen for display 
at the data entry means including: 
a memory; 

means for storing in memory screen data for defining a control screen which 
includes 

at least one profile field which includes a plurality of parameters unique to the 
user, and 

a field for indicating, when selected by the user, the need to create an 
additional profile field containing different parameters unique to the 
requesting user; and, 

means responsive a request from a user at a data entry means for accessing screen 
data associated with the requestor and generating and transmitting a control screen 
corresponding to the accessed screen data to the data entry means via the 
communication system. 

Claim 17 

The apparatus set forth in claim 16 including: 

means responsive to a request from the user for an additional profile field, for 
generating and transmitting a parameter entry input screen suitable for transmission 
over the communication network to the requesting user. 

Claim 18 

The apparatus set forth in claim 17 including: 

means responsive to the receipt of a completed parameter entry input screen from 
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the user for updating the stored data defining the control screen associated with the 
user; and, 

means for generating a control screen using the updated stored data and transrnitting 
the updated control screen over the communication system to the user located at the 
data entry means. 
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